
Evaluation Criteria Unit of Measure
EXISTING  

(2014)
NO-BUILD  

(2040)
 

Safety
CONFLICT  POINTS

     Crossing Each 16 16 0
     Merging Each 8 8 4
     Diverging Each 8 8 4

TOTALTT CONFLICT POINTS Each 32 32 8
Transportation Performance Peak Travel Periods

AM                       PM AM                        PM

     Northbound  (Stop on NB Approach) LOS – sec/veh C-16.3       D-28.4 C-24.0        F-113.7
     Southbound  (Stop on SB Approach) LOS – sec/veh D-34.4       C-21.5 F-86.3         C-32.6

       Wadsworth Road at Dilleys (Roundabout) LOS – sec/veh —                 — —                 —
Environmental Resources

Acres — —
    Acres — —
Socio-Economic

Acres — —
Cost

ESTIMATED CONSTRUCTION COST** Dollars — —
   

LEVEL OF SERVICE (LOS)*& DELAY

ADDED NET PAVEMENT AREA
WETLAND IMPACT 

RIGHT-OF-WAY ACQUISITION

 

AM                        PM

—                 —
—                 —

 A-7.0         A-8.0

0.80
0.93

1.48

$3,400,000

D.2A 
SINGLE LANE

ROUNDABOUT

0
4
4
8

called “L“ evel of vv Service (L(( OS)”. LOS is presenrr ted on a scale frff om “A“ ” to “F“ ” 
with “A“ ” meaning vevv ry little delay and “r F“ ” meaning vevv ry high delar ya .  yy
Most urban intersections operarr te at a LOS “D“ ”.

** Does not include the cost for property at cquisition or engineering 
beye ond the planning phase.LOS “A” LOS “B” LOS “C” LOS “D” LOS “E” LOS “F”

V E RR Y L I T T LLLL E  DD E L A -Y  - - - - - - - - - -- - - - - - - -- -- - - -- - - -- - - -- - -- - - VV EE R HY  H I G HH D EE L A Y

Level of Service Scale

Dilleys Road Preferred Intersection Alternative

Evaluation of Dilleys Road Preferred Intersection Alternative


